
Image Device 1/2.9" CMOS 
Frame Rate 25 fps / 30 fps
Effective Pixels 1920(H) x 1080(V)
Pixel Size 2.8 μm × 2.8μm
Scanning System Progressive Scanning
Sync. System Internal 
Resolution                    1080P
Video Output 1.0Vp-p, 75Ohm 
Gamma Consumption 0.45 
AGC Auto 
S/N Ratio Better than 52dB
White Balance Auto 
Electronic Shutter 1/25 (1/30)  1/50,000 Seconds
BLC Auto 
Operating Temperature  -20

�
 - 70

�
, RH 95% MAX.

Storage Temperature  -30
�

 - 80
�

, RH 95% MAX.

Fast, Accurate, Qualified

 VIEW WIRED SYSTEM 10"

Audio input 4
Audio output (loudspeaker) 1W
Trigger  3 / 4 trigger - 13/22pin
Max. Brightness 600 cd/m²
Contrast 600:1
Minimum Operating 
Temperature -20ºC, RH 90%

Maximum Operating 
Temperature +70ºC, RH 90%

Viewing Angle Monitor U: 85/ D: 85, R/L: 85/85
Mirror Function Yes
Monitor Diameter (mm) 267 (W) × 159.5 (H) × 30 (T).
Split Screen No
Volts 10-32V
Consumption less than10W(without cameras)

Monitor Camera
Resolution 1024 x 3(RGB) x 600
Numbers of camera 4
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